DIFFERENTIAL
PRESSURE SWITCH

DPS-600

High Repeatability
Reliable & Economy
o - < Easy Installation
PY > o )\

TECHNICAL DATA

e Service: Air, Non-combustible, and Non-corrosive gases
Housing material: Switch body: PA 6.6; Cover: Polystyrene
Diaphragm material: Silicone
Temperature limits: -20°C ~ +85°C
Pressure limits: maximum 10 kPa
Repeatability: £15% F.S
Switch data: SPDT ;

max. 1.5Ares. / 0.4Aind. @250VAC, 50-60Hz
Conduit size: PG11, or M20xP1.5
e Process connection: 6.0mm inside diameter tubing

(P1 for high side +; P2 for low side —)

RANGE TABLE
Code Adjustable Dead Band -
Pressure Range @min. set point e Al
1 20 ~ 200 Pa 10 Pa <+15%, min. £5Pa
2 30 ~ 300 Pa 10 Pa <+15%, min. £5Pa
3 50 ~ 500 Pa 20 Pa <+15%, min. £5Pa
4 200 ~ 1000 Pa 100 Pa <+15%, min. £5Pa
5 500 ~ 2500 Pa 150 Pa <+15%, min. £5Pa
6 1000 ~ 5000 Pa 250 Pa <+15%, min. £5Pa
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WIRING DIAGRAM
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1. Break Contact
2. Operating Contact
3. Power Supply Line

HOW TO ORDER
|

Basic
Model
DPS-600

Adjustalbe Range :
Fill in the "Code” of range table
or “ requested range” directly.

Adjustable Set Point Knob
A unit: mbar

B unit: Pa

C unit: Pa & WC

Enclosure Rating

1 IP54, PG11 cable gland

2 |P54, M20xP1.5 cable gland
3 IP54, 2’"NPT cable gland

To order, select one item from each category (when applicable)
to creat a part number.

EXAMPLE :

1 2 3
[DPs-600| 3 | B |

4
3]

Specifications and dimensions given in this leaflet represent the state of engineering at the
time of printing, modifications may take place and materials specified may be replaced by
others without prior notice.
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