GAUGE PRESSURE

TRANSMITTER

PT25-Series

RELIABLE

WEATHER PROOF
IP68

MEASUREMENT
-1 ~ 0 ~ 250 kg/cm?
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TECHNICAL DATA

Housing material: die cast aluminum alloy with paint

Conduit size: 2’NPT(F)

Wetted parts material: SS316L

Accuracy: > 25 kg/cm? : £0.25% F.S / Other ranges: +0.5% F.S
Output signal: 4 to 20mA, 2-wire

Power supply: 12~36 VDC

Sampling frequency: 10 Hz

Ambient humidity limits: <95%

Ambient temperature limits: -40°C ~ +80°C
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RANGE TABLE

Code Measurement Range Accuracy
(-1) -1 kg/lcm?~0 10.5% F.S
0.25 0 ~ 0.25 kg/cm? 10.5% F.S
0.6 0 ~ 0.6 kg/lcm? 10.5% F.S
1 0~ 1 kg/cm? 10.5% F.S
1.6 0 ~ 1.6 kg/cm? 10.5% F.S
2.5 0 ~ 2.5 kg/cm? +0.5% F.S
6 0 ~ 6 kg/cm? 10.5% F.S
10 0 ~ 10 kg/cm? 10.5% F.S
16 0 ~ 16 kg/cm? 10.5% F.S
25 0 ~ 25 kg/cm? 10.25% F.S
60 0 ~ 60 kg/cm? 10.25% F.S
160 0 ~ 160 kg/cm? +0.25% F.S
250 0 ~ 250 kg/cm? +0.25% F.S
14 Others on request
HOW TO ORDER

Measurement Range :
Fill in the "Code” of range table
or “ requested range” directly.

Accuracy :
A +0.5%F.S
B £0.25% F.S (>25 kg/cm?)

4
Process Connection :
1 ¥%’NPT(M), standard
2 G%
3 M20xP1.5
0 Option
5
Output Signal
D 4~20mA (2-wires)

To order, select one item from each category (when applicable)
to creat a part number.

EXAMPLE :

1 2 3 4 5
lpr2s| )| 4 | 1 [ D |

Specifications and dimensions given in this leaflet represent the state of engineering at the
time of printing, modifications may take place and materials specified may be replaced by
others without prior notice.
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