PRESSURE TRANSMITTER 177001

Protection Class: IP65
Measuring Range: 0/25 mbar up to 0/600 bar available
0/15 psi up to 0/5000 psi available

Technical Data

Accuracy: +0.5% of full scale

Range: refer to the Measure Range Table

Power Supply: 12~36 VDC

Output Signal: 4-20 mA (2-wires), and 1-5V (3-wires) on option

Ambient Temperature: -20°C to +80°C standard; Medium Limited Temperature: -40°C~+100°C
Load Resistance: <1000Q

Power Consumption: 4mW

Vibration: <30Hz/1mm

Overload: 2~3 times

Conduit Connection: DIN43650, PG11 packing gland (for cable size g5~9mm)
Wetted Parts Material: SS316

Housing Material: SS304

Process Connection: Male of 12"NPT, 12"PT, V4"NPT, G%2" available

Range Table Dimensions

(Unit: mbar) : Others measuring range are on request.

Housing: DIN43650
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Code Range Code Range Cable Gland: PG11
25m 0/25 mbar 160m | 0/160 mbar . .
40m | 0/40mbar | 200m | 0/200 mbar Thread Type Connection Diagram
60m | 0/60 mbar | 250m | 0/250 mbar %”Nl;’?czfgjnl%’cl\?;?: - oL
80m | 0/80 mbar | 300m | 0/300 mbar ' ’ ' -24V
100m | 07100 mbar | 400m | 0/400 mbar Male Thread —
(Unit: bar): Others measuring range are on request. . 'I|—©2) 31 DC24V
Code Range Code Range 0 1 Power Supply
-1 0/-1 bar 10 0/10 bar = 124V *
2.5V -1/2.5 bar 16 0/16 bar 24
0.25 0/0.25 bar 25 0/25 bar
0.40 | 0/0.4 bar 40 | 0/40 bar Polvgéfgg\;l Bgly
0.60 0/0.6 bar 60 0/60 bar
1 0/1 bar 100 0/100 bar
1.6 0/1.6 bar 160 0/160 bar
2.5 0/2.5 bar 250 | 0/250 bar 117 I
4 0/4 bar 400 | 0/400 bar 927 = 2-wire
6 0/6 bar 600 0/600 bar W connection
(Unit: psi) : Others measuring range are on request.
Code Range Code Range S27 Power Supply
P15 | 0/15 psi P1000 | 0/1000psi — 18-36V DC
P50 | 0/50 psi P2000 | 0/2000psi ﬁ\ ] Vi
P100 | 0/100 psi P3000 | 0/3000psi /— "NPT
P500 | 0/500psi | P5000 | 0/5000psi il 2R . :J
Va"NPT = I
GY2" & = 3-wire
Male thread W connection
unit=mm

Ordering Information

|PT3200 Code | Pressure Range

Please refer to the Measuring Range Table, and fill in the lcodel or [requested range] directly. (ex. 100m or 50mbar)

Code | Wetted Parts Material

1 SS316 (standard)

Code | Connection Port (Male)

U | %NPTstandard | B |W%PT | ¢ |wNer | DG% |G
Code | Output Signal
2 | 4-20mA(2wires) | 3 | 15V (3-wires) |0 | Option (RS485)

\i ¢

| PT3200 | | | | |Complete Ordering Code
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