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1.0 DESCRIPTION

Technical Data #; #7 & #¢

Resolution Accuracy: +12mm standard; +6mm on request

Material: Wetted parts are available for SS304, SS316, PVC, PP, PVDF;
others on request.

Output Signal: 4~20mA DC (500~20 kQ) 2-wire

Power Supply: 11V~30V DC

Enclosure Housing: Weather Proof; Explosion Proof available

Max. Range: 6000mm (SS316, SS304, PVC, PP, PVDF)

Limit Operating Temperature: -20°C~+100°C

Limit Operating Pressure: 3~30 kg/cm? (please refer to the Float Specification)
LCD Display: available

*HART® Communication: available

Two Wire Transmitter with HART® Protocol

Galvanic Isolation

Suitable for application in SIL 2 installations

Dimensions R ~f B
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Head Type and Float Size, please LTHB Series LTFB Series
refer to the head type and float size
table.
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2.0 HEAD TYPE TECHNICAL DATA

Head Type Technical Data # 4z & &+

HN Type

Protection: |P68
Material: Aluminum Alloy _ 48>
Weight: 264¢

Protection tube connection:
¥2" %"(PF,NPT,BSP),M20X1.5 [
Extension wire connection: = I'Q E[

2-M4

33

15" 3" (PF,NPT,BSP),M20X1.5
Other specifications are available
on request.
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| ggg 11723/ pIPE

3] a5 THREAD & SOCKET DIAMETER

HP Type

Protection: Weather Proof Type ~u
Material: Polypropylene %

Weight: 112g

Protection tube connection:
%"NPT,%"BSP e _H: S 2-M4
Extension wire connection: 5 f‘ s

34"NPT, M20X1.5 S

Other specifications are available T
on request.
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XDS / XDA Type

Material: XDS-SS316; XDA-Aluminum alloy
Weight: XDS-1278 g; XDA-460 g
Protection tube connection:

L"PF, 34"PF, Y2"NPT, 34"NPT

1"BSP, 34"BSP, G¥%2", G3" 4-m4
M20x1.5, M24x1.5, M25x1.5

Extension wire connection: <
M20x1.5, M25x1.5, Y2"NPT, 3%"NPT

EC certificate no.: BSI 07 ATEX 1532458U
ATEX directive code: 112G D !
Standard code: Ex d I1C T6, Ex tD A21 +
T100°C IP68

FM Approvals: XP/I/1/ABCD/T6; DIP/II,I1I/1/EFG/T6; Type 4X

Explosionproof for Class I, Division 1, Groups A,B,C and D; and dust-ignitionproof for

Z,

111
33

Class II, I1I Division 1, Groups E,F and G, hazardous (classified) locations; indoor /
outdoor (NEMA Type 4X).
CS/ CA Type
Protection: €x) 11 2 GD Ex d 11B+Hz Gb T6 Ex tb I1IC Db T85°C; IP68
XDA TYPE Material: CS—55316; CA—Aluminum Alloy

Extension Wire Connection: Female %", 34" PF, NPT and BSP available
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T Dimensions N
oA D E [F G H | J K 2|8 oM N
CS 34.7 33 13.8 | 4.2 | 528 57 | 13.56| 17.5 | 32.8 |102.8| 94.5 | 14.5
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3.0 FLOAT SPECIFICATION

Float Specification ;% 2k #2#4

Flow Size: ¢75

g 75x75mm(SUS316) #49x49mm (SUS316)
g23 Pl

75 N =TT
-—9

Flow Size: 949

Max. Working Pressure: 30 kg/cm?
Working S.G.: =0.68

The Guide Tube Size: 820
Material: SUS316

Limited Operating Temperature: -20 ~ 140°C

75
Working S.G.: =0.68

Material: SUS316

Max. Working Pressure: 30 kg/cm?
The Guide Tube Size: @12

Limited Operating Temperature: -20 ~ 140°C

. \‘—50——I
Flow Size: @50

Max. Working Pressure: 3 kg/cm?
Working S.G.: =0.7

The Guide Tube Size: ¢18

Material: P.V.C

Limited Operating Temperature: (0~70°C

| 50—
Flow Size: @50

Max. Working Pressure: 5 kg/cm?
Working S.G.: =0.8

The Guide Tube Size: 20

Material: PVDF

Limited Operating Temperature: 0~120°C

#50x/0mm (P.V.C) #50x75mm (PVDF) #50x75mm(P.P)
g2 — g2 42
70 75

TL
Flow Size: @50 50
Max. Working Pressure: 3 kg/cm?
Working S.G.: =0.7
The Guide Tube Size: #21

Material: P.P
Limited Operating Temperature: 0~60°C

t

Flow Size: 438

Max. Working Pressure: 3 kg/cm?
Working S.6.: =0.7

The Guide Tube Size: ¢12, $3316
Material: P.P

Limited Operating Temperature: (~60°C

D

g 38x38mm (P.P) g 38x38mm (PVDF)
g14.8 g14.8
38

Flow Size: #38

Max. Working Pressure: 3 kg/cm?
Working S.G.: =0.7

The Guide Tube Size: 512 $5316
Material: PVDF

38
- L

Limited Operating Temperature: 0~60°C
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4.0 TRANSMITTER & HART TYPE

Transmitter & HART Type {%:% 35 & HART £ #7 A2 4%
B 4~20mA TRANSMITTER TYPE / 4~20mA{%:% % B

Potentiometer I/P

Output Signals: 4~20mA DC, Dimensions
Load resistance Ri(max)=(Vs-10)x50L (2-Wire)

Input Range: 100Q to 45KQ (3-Wire) [eNONe) €
Output Adjustment Range: Zero adjustment 0~15% 46 "
Accuracy: +0.1% F.S (at 23°C)
Linearity: +0.1% F.S P D §1
Supply Voltage: 10~30V DC 7’
Temp. Coefficient: +0.02%/°C
Operating Temp.: -5 ~ +70/°C &y [
Operating Humidity: 0~90% RH 19
Terminal: DIN type 4 /AN -
Installation: Head and wall mounting
Case Material: Nylon 6 resin (Black)
Weight: about 50 grams
Sketch Terminal & Level Indicating Strip
;((E'”de)) Level Sensor Unit Features
H(Black) Model: GL-TS TRL — 130 9001 and CE certificate
H S L (C to C Length)
(Black)(Red) (Blue) (Level Sensor for — High immunity to external noise

o [¢]
o O sPaN

Analog Signal) — LED indication and DC power polarity protection

— High reliability, lasting durability and low cost

L (C to C Length) Application
— Position of valve, damper and other devices

B HART® Protocol / HART®{%:% 35 Bl

HART® Communication: Available

Two Wires Transmitter with HART® Protocol:
— Galvanic Isolation

— Suitable for Application in SIL2 Installations

. in5 Black Red
pin 4 pin Wire Wire
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5.0 HART TYPE WIRING DIAGRAM

HART® Wire Diagram HART® #: 4z 7 K 32 85

Black Red W HART® Wiring for Normal Housing Case /
Wire Wire —REGEHEGET A B

Power: Loop Power

Wiring: The two wires (Black and Red wire), which connects the
internal sensor is no difference between positive and
negative, connects to 3, 6 pin separately.

TR BREIR
B BB Esensort) AR (R R ATER) 0 B IE AR
&3 > 4 Rl4EZ3, 6 pin o

pin 3
(Black

Wire) B HART® Wiring for LCD Display Housing Case /

LCDAa T #e st ek 7 A, W

Power: DC 24V
Wiring: The two wires (Black and Red wire), which
connects the internal sensor is no difference
between positive and negative, connects to
3, 6 pin separately.
CN2: Connects to 1, 2 pin.
Black wire: Negative (-) / Red wire: Positive (+)

Power R - & /. DC 24V
DC24V : e 4% 3sensord) MARLR (R R 4 4R) o

- + BEEENHES] > HHEES, 6pine
HEZECN2: 421, 2 pin -
B b B AR(-) ] 4ri s EAR()
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6.0 INSTALL METHOD

Install Method 2z # 7 =

| ’ J{*JL*J:L
Er/__ |

I

1. To aviod vibrating float to trigger the transmitter near the water inlet causing by the fluctuation of water level, therefore,
please install the level transmitter as far away from the water inlet as possible.

B T B RIRA G BT R FIRIRE MAA R AN DRI FEE > Rk FHRMBERE S RENIER
KB 1 35 AR ARLF ©

2. Level transmitter installed in a mixing tank or a water tank which the water level fluctuate greatly, an anti-wave pipe shall
be installed to prevent faulty action of the switch due to water level fluctuation.

RN E BRENRMAARIEF RO RS XA > ARBELFWE THEE ) R LERRMEY S
M 3% AR IR EE R FT o

3. When the level transmitter installs in the open style tank, please note that it is sure to install the L support fixed on the level
transmitter body.

ERMAFZERBRENHARRBEE > Fhof — Al I RRETHEEORE > wEEAT

4. Please note that the insdie dimensions (D) of nozzle shall be bigger than the diameter of float (d).
FHx BOEE 09 PR (D)L F R FER B SMEW) -
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