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INSTALLATION

Stem length limit: 65~1000 mm, option available
Inner zero adjustable

Accuracy: Gauge Indication: +1% (FS); Switch acting . . d
aifferential:+1.6-~3% (FS) One setting point SPDT x 1

Process connection: 1/2"NPT standard,Other available

Wire drawing ™

Technical Data Dimension

Direct mounting

Liquid gas filled available e — e

Dial size: 3100, @150 available ' '

Material of case & cover: 316 stainless steel '

Material of stem: 316 stainless steel - oy, ) ! : .

Lens: Glass, safety glass available S @ | E

Housing enclosure: P65, liquid filled available Seting b ot N20x15 L

Range limit: -50 to 600°C = 5

Stem dimensions: @ 6, 8, 10, 12 mm available j{: 5 £
: 5
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Common pole 3

Over range protection: 130%(FS) Lst Contact OFF
Switch Form: One setting point SPDTX1 or (( 2nd Contact ON
) Two setting point SPDTX2 L3 2
Set Point: Full scale range available Y W e
Switch Data:
AC Load DC Load Two setting point SPDT x 2
Nominal Operating Voltage = 250 VAC max. 28 VDC max.
Current oA max. A o E?l:]dnl]llcctll\?: (Iio)ad) j j
Contact Material Pure silver 999.9 Pure silver 999.9 (( 0 ((
Ambient Temperature -20°C ~ +70°C -20°C ~ +70°C 2 3 4D2 3 4
Common pole 3 Common pole 6
K 2st Contact OFF Ist Contact OFF
SHE_QS j}é .)_;,'7 gg gg%g‘ﬁg)‘zﬁ 4nd Contact ON 5nd Contact ON
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As indicate on the picture, loosen the two screws net of the "A" then the harness can be adjusted
to the requested degree of circle. After this step, fasten the screws.
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Loosen the two screws of the "B", then the face plate can be adjusted to the requested angle.
Then fasten the screws, last.
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Loosen Left
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Line Dia. Smaller Than 100 mm
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2/3 £min.

Line Dia. 100 ~ 200 mm
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2/3 £ min.
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Tightening Right

2/3 £ min.

Reducer Pipe

Line Dia. Greater Than 200 mm
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