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1.0 INSTRODUCTION & DESCRIPTION

Technical Data #7 #4 2% 8H

1] &
%ogél DPG3500-W, Weather Proof Type DPG3500-G, General Type
& &R 8 - i
Pressure Range 0~5000 psi 0~5000 psi
BORE 7] 3xF.S 3xF.S
Burst Pressure
B h A5 2~100 bar: £0.5% F.S 2~100 bar: £0.5% F.S
Accuracy <2bar or >100bar: £1% F.S <2bar or >100bar: +1% F.S
: s2 mdh
1@)?3 pik:c 4 Gas or Liquid Gas or Liquid
Fluid
iﬁ; PSI, BAR, Kg/cm?, MPa PSI, BAR, Kg/cm?, MPa
FRAT B Max. 1/5,000 0.1Psi, 0.01Bar, 0.001MPa, 0.01Kg/cm?
Resolution
E’;)‘Jﬁﬁﬁ‘i%i}}{ 1 Sec. (Typical), 1.2 Sec. (Max.) 1 Sec. (Typical), 1.2 Sec. (Max.)
Sampling Rate
TREE Battery CR123A (3.0V, 1400mAh) Battery CR123A (3.0V)
Power Supply
HAEER Peak Value<750uA, Average Current<50uA Peak Value<750uA, Average Current<50uA
Consumption Current | (under no back-lighted & no operation) (under no backlighted & no operation)
EE g Without Back-Lighted: 2 years for continuous operation; | Without Back-Lighted: 2 years for continuous operation;
Battery Life Using Back-Lighted for 5 Secs. (5 times per day): Using Back-Lighted for 5 Secs. (5 times per day):
1.5 years for continuous operation. 1.5 years for continuous operation.
4%% ‘/‘E’-}i o o o o
Ooperating Temp. -10°C~+60°C (Non-Freeze) -10°C~+60°C (Non-Freeze)
S
fr 77 i -20°C~+70°C (Non-Freeze) -20°C~+70°C (Non-Freeze)
Conservation Temp.
1& AR ° 9
Operating Humidity 35~85% 35~85%
'f%ﬁi»g‘\}i o, o)
Conservation Humidity 35-85% 35~85%
5 K % &
Protection Class Weather proof, IP65 None
%r?s’%:ﬁ 1/8"NPT, 1/8”"PT(R1/8), 1/4”NPT, 1/4”PT(R1/4) 1/8"NPT, 1/8"PT(R1/8), 1/A"NPT, 1/4"PT(R1/4)

Button Function #:4% /) 4

SWI(A): BEfriniast / Rtkse
SW2(&): F kst / SmEst

SW1 (Left Side Button): Unit Conversion Button / OFF Button
SW2 (Right Side Button): Back-Lighted Button / RESET Button

Unit/ B4z

SW1/ A4

SW2 / 4 4

LCD Display / # 5 #8 =

Port Connection / 388

Plastic Protected Cover / ¥ JB 4 3
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2.0 INSTRUCTION & NOTICE

Instruction Steps #&1F # 5%

1. 4 — FSWL > T 24 84 -

2. FAESWIL3F LA E TRtk > DUAE R B Z 4 o (REAF 46 A R AK)

3. EAMMARET » Ti—TFTSWIEMK > AL > LTSRS -
4 Fi—TSW2 FAG RSP AL > FEEHMET A -

5. 3AESW2#43F Ak > LCDEE-8.8.8.8" » 43#01% » BAFE -

(EE: BASKBAEER LN REUERAGFE)

. EEAETEHIK 0 LCDG AT Lob” » #3014 B Fy R #4 -

& BESW1R % > LCDb & B T "Lob” » 43804 B B M4k > e 2408 -

. Press the button SW1 to change the unit.

. Press and hold the button SW1 for 3 seconds to OFF for extending the battery life. (Please shut-off the gauge if not using for a long time.)

. Under the OFF state, press SW1 to make the gauge ON. In a second, the gauge displays the pressure value immediately.

. The back-lighted will be lighted up about 5 seconds by each press the button SW2, and then turn off immediately.

. Press and hold the button SW2 for 3 seconds, and LCD will display “8.8.8.8". About 3 seconds later, the pressure is back to zero.
(NOTE. Do Not operate this step when the gauge connects with the pipeline.)

6. LCD displays “Lob” that means the power of battery is shortage, and shut-off automatically about 3 seconds later.

Press the button SW1 again, LCD also displays “Lob”, and shut-off automatically about 3 seconds later. In this case,

please replace the battery.

(&)

a b wWwN =

Notice ;+ & %8

| RSB ESB G RERNGE -

2. B—RELFBA  RBBI Tt ERBERARENAARN FTHE  SRERBE I RE -
AR IR ) SRR AL -

1. Do Not adjust to zero when the gauge connects with the pipeline.
2. We suggest to adjust the gauge to zero under the atmospheric pressure before connecting with the pipeline, or after replcing the battery.
This is in order to calibrate the inaccuracy and insure the accuracy.
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3.0 REPLACE BATTERY- DPG3500-G

Replace Battery % # &

L. s B4t AR - BRARTEBED ~ BEH/LCOBRNO) ~ #A4 (B)
a. Please unscrew the plastic cover by counterclockwise, and take off the plastic cover (@), LCD plate (@) and O-Ring (@) in sequence.

N

OPEN CLO;éE#tight) T 8B %
3 B4t — B 8% 4 N
7% Bl PG 3500 £ %{‘L ta& ara 350

~7 X Take off the cover

3

o

Plast|c Cover

o

LCD Plate

O-Ri
[ % 4% (LCD & 48) ey

O

A
2. B CRI23AE i

. Take the CR123A battery out from the gauge.
BEEHME FAETTO LR THBRE(ECRIAHEN > 5 — %%@%é%) » &

(o

THEMAR N AW - FAKFT LA
EANELEN  BAETELERR > ARETCERBEFBACTELEN - FHELECEARETEERR

c. Replace the new battery. Please notice what the polarity marked on the battery (Convex side: +Positive ; Flat side: —Negative), and put the
positive side toward the right side of gauge. First of all, put the battery negative to against the spring, and then place the battery positive into

the other side. Please makes sure the positive and negative do contact with the induction correctly.

Battery CR123A
E b

+ Positive — Negative — Negative + Positive
IE AR & iR B A& IE AR
Panasonic —
Left Side Right Side
E JE J1 5k 2 A9 JE J k45 1)

LCD displays pressure value

LCDZA~ & /114

4. JLEFLCDE BT R /1Ml - XLCDA BT » R BB EFE o
d. LCD will display the pressure value at this moment if the assembled is correct.
b.ERERED  FRETHABN - FREKIEE > FRETH > FRATELE ANV REHRH BN TELRARE -
e. If no display, please check the polarity of battery at the first. If it is no problem about the assembled, please take out the battery, and
check that whether the voltage is greater than 3.0V or not. Or, try to replace another battery again.
CEEFBETE  BRARERR - BRHLCDEAR) - BB ENE N EQ->Q~Q) 0 EAFBBAEIERFEHT -
EAERAAENGEN > BHETHE » UHEAAREET -
f. Confirmed everything is done and no problem, please puts the O-Ring, LCD plate and Plastic Cover back on the gauge (@—>@—>®)
in sequence, and rotates the plastic cover tightly by clockwise. For the model DPG3500-G, please note that the O-Ring has placed already

before putting the plastic cover back. To ensure the function is wroking normally.
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4.0 REPLACE BATTERY- DPG3500-W

Replace Battery % # &

1.3 A FRT BB KIPESRES -
a. Please take off the weather proof type (IP65) of plastic cover by hand.

DPG 3500

Take off the*cover
WTEEE
nmp

Weather proof type Plastic Cover

BB KR E
Take out the Battery / B & &
(+) Screw Driver
IR AT /\
+ Positive — Negative

EAR A &

- Top Cover
L3 | il g
= Battery CR123A
Tt

& Screws / ¥2 %

2R T FER SR TR s MR 4% 0 B EE > RECRI2ZAT b

. Loosen the screws on the top cover by cross-head screwdriver, remove the top cover and take the CR123A battery out from the gauge.

BELEHEL - FEETH IR THBRE(ECRIEALR > 7R TaAEm) THERARENEEN FAKEEL AW
EANTARZN  BKAETHEERER > BREOERELBEANTEEN - FELEOEAWMETHAERER -

c. Replace the new battery. Please notice what the polarity marked on the battery (Convex side: +Positive ; Flat side: —Negative), and put the
positive side toward the right side of gauge. First of all, put the battery negative to against the spring, and then place the battery positive into
the other side. Please makes sure the positive and negative do contact with the induction correctly.

— Negative + Positive @
é‘ *51&_ a ﬂi*ﬂi DPG 358_;
Left Side : Ay Right Side 2
L SN Rl R ) bk 45 A\l
ika LCD displays pressure value
; LCD#a~ & /1 &

. SLBFLCD G BB~ B /118 o 2 LCDA BT 0 Ko REEFE -

. LCD will display the pressure value at this moment if the assembled is correct.

EREEED BRETHEN ZREERE S FRETHE FRATEAFTANION S REHRF —BHTELRRE -

. If no display, please check the polarity of battery at the first. If it is no problem about the assembled, please take out the battery, and

check that whether the voltage is greater than 3.0V or not. Or, try to replace another battery again.

6. EEHME T FRAKRELE S S LERHEES% - B LBB I RIPESRE LR » IR KA FEIEF

f. Confirmed everything is done and no problem, please replace the top cover and tighten the screws, and put on the weather proof type (IP65)
of plastic cover back to ensure the function of IP65 is working normally.
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